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A Quality & Reliable High Pressure
Cylinder/Valve Manufacturer
www.zxhpgas.com

50 mi TPED OXYGEN
, o ALUMINUM CYLINDER

Service Pressure: 200 bar
p Standard: ISO 7866 designed, TPED 1 Certification
Material: AA 6061
caa Threads: 3L & larger supplied with 25E thread, all others with
17E/M18x1.5
Finish: Standard finish is brushed body with white paint.

Graphics: Logos and labels available upon request.
Cleaning: Commercially cleaned & specialty gas cleaned.
| Accessories: Valves installed upon request. 10L available with
[ — handle, cap & collar available upon request.

SPECIFICATIONS

TYPE # WATER DIAMETER LENGTH CYLINDER OXYGEN
CAPACITY WEIGHT
liters mm mm kgs liters
TPED-60-0.4L 0.4 60 255 0.60 79.0
TPED-70-0.5L 0.5 70 243 0.75 98.7
TPED-70-1L i 70 421 1.25 197.4
TPED-89-1.5L LS 89 393 1.95 296.1
TPED-111-2L 2 111 359 2.80 394.8
TPED-111-3L 3 i 500 327 592.2
TPED-140-5L 5 140 558 6.67 986.9
TPED-140-10L 10 140 997 11.42 1973.8
TPED-175-10L 10 175 668 12.83 1973.8

% Custom sizes are also available

NingBo ZhengXin Pressure Vessle Co.,Ltd / NingBo ZhengXin Fire-Fighting Equipment CO.,Ltd.
Sales: RM1111, South Tower B, No515 QiFan Rd, 200137 Shanghai T: +86 21 50410838
Factory: No.1 JinHuDong RD, HuangliaBu, YuYao 315466 ZheJiang CHINA., E-Mail: info@zxhpgas.com



