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e OB\ TPED STEEL CYLINDER

Standard: ISO 9809-1
Material: 34CrMo4
Thread: 17E/25E/M25x2

Surface: Color painting and coating available.
Graphics: Graphics and logos available on labels.
Cleaning: Internal and external food-grade cleaning.

Accessories: Valves, handles and caps, etc.

SPECIFICATIONS

TYPE # WORKING TEST WATER DIAMETER  LENGTH  CYLINDER CO2 02
PRESSURE PRESSURE CAPACITY WEIGHT

Bar Bar L mm mm KG KG L

TPED-ST1.5L 210 315 1.5 105 270 2.47 1.13 315
TPED-ST2L 166.7 250 2 104 341 297 125 333
TPED-ST2.67L 200 300 2.67 116 364 3.55 2 534
TPED-ST3L 210 315 3 105 465 391 2.25 630
TPED-ST3.5L 200 300 %5 116 451 4.29 2.63 700
TPED-ST4L 166.7 250 4 104 602 4.4 3 667
TPED-ST4.5L 210 315 4.5 137 422 6.24 3.38 945
TPED-ST5L 166.7 250 5 104 451 6.02 3.75 834
TPED-ST6.67L 210 315 6.67 137 587 8.2 5 1401
TPED-ST7L 166.7 250 7 136 604 77l 5.25 1167
TPED-ST8L 166.7 250 8 136 681 8.56 6 1334
TPED-STIL 210 315 9 137 763 10.31 6.75 1890

* Custom sizes are also available
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